ETag: "1e136944ce3b5b1baa60c71001af01fe"
accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
accept-encoding: gzip, deflate
accept-language: en-US,en;q=0.5
authorization: LOW enhdcNorXo0XJBXT:REDACTED_BY_IA_S3
cache-control: no-cache
connection: close
content-length: 129113
content-type: multipart/form-data; charset=UTF-8
host: s3.us.archive.org
origin: https://archive.org
user-agent: Mozilla/5.0 (X11; Ubuntu; Linux i686; rv:21.0) Gecko/20100101 Firefox/21.0
x-amz-acl: bucket-owner-full-control
x-amz-auto-make-bucket: 1
x-archive-interactive-priority: 1
x-archive-meta-mediatype: texts
x-archive-meta01-collection: opensource
x-archive-meta01-creator: R. H. Talwekar, Dr. S. S. Limaye
x-archive-meta01-description: uri(%3Csmall%3EThe%20phase%20frequency%20detector%20has%20been%20designed%20for%20high%20frequency%20phase%20locked%20loop%20in%20180%20nm%20CMOS%20Technology%20with%201.8V%20supply%20voltage%20using%20CADENCE%20Spectre%20tool.%20A%20Virtuoso%20Analog%20Design%20Environment%20and%20Virtuoso%20LayoutXL%20tools%20of%20Cadence%20have%20used%20to%20design%20and%20simulate%20schematic%20and%20layout%20of%20phase%20frequency%20detector%20respectively.%20Architecture%20of%20phase%20frequency%20detector%20(PFD)%20has%20simulated%20to%20get%20low%20dead%20zone%20and%20low%20power%20consumption.%20A%20layout%20has%20designed%20by%20above%20tool%20and%20DRC%20by%20Assura.%20This%20circuit%20has%20designed%20with%20low%20power%20dissipation%20and%20small%20area%20.The%20total%20area%20required%20without%20pad%20is%200.06988%20mm2%20and%20current%20consumption%20is%20found%20to%20be%20132.6%20uA%20respectively.%20%3Cbr%3E%3C%2Fsmall%3E)
x-archive-meta01-language: eng
x-archive-meta01-licenseurl: http://creativecommons.org/publicdomain/mark/1.0/
x-archive-meta01-scanner: Internet Archive HTML5 Uploader 1.4
x-archive-meta01-subject: Phase locked loop (PLL)
x-archive-meta01-title: An Area Efficient, High Performance, Low Dead Zone, Phase Frequency Detector in 180 nm CMOS Technology for Phase Locked Loop System
x-archive-meta02-subject: Phase frequency detector (PFD)
x-archive-meta03-subject: Charge pump (CP)
x-archive-meta04-subject: Voltage controlled oscillator (VCO)
x-archive-meta05-subject: Dead Zone
x-archive-meta06-subject: Low pass filter (LPF)
x-archive-meta07-subject: and D flip flop (DFF)
x-archive-size-hint: 129113
x-file-name: 1.pdf
x-file-size: 129113
x-requested-with: XMLHttpRequest
x-upload-date: 2013-06-06T11:48:58.000Z
